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High-quality, mineral sealing slurry for sealing structures against moist soil, 
non-pressing water and pressing water up to 1.5 bar. For outdoor and indoor 
use. 
 
Type of use: 
The sealing slurry is used for walls and floors, e.g. for basement walls, 
foundations, wall bases, swimming pools, balconies, patios and damp rooms. 
It seals concrete, masonry, cement, plaster and floor screed against moisture 
in soil, against non-pressing water and against pressing water. 
 
Material:  
PROBAU Sealing Slurry is a high-quality cement slurry that is easy to use and is suitable for both indoor and 
outdoor applications. It is cement-bound, hydraulically hardening and notable for its good bonding to the 
subsurface. The sealing slurry is low-chromate. 
 
Subsurface:  
The subsurface must be sound, load-bearing, dimensionally stable and free of dust, dirt, oil, grease and 
loose material. Coatings and paint layers must be removed. Wet the subsurface before applying the slurry. 
Edges within the area to be sealed must be rounded off and any hollows must be filled with a suitable 
mortar, such as PROBAU Cement Mortar, ensuring that a minimum radius of 4 cm is covered.  
 
Processing and application:  
Mixing continuously, add approximately 2.4 l of clean water per 10-kg bag of PROBAU Sealing Slurry to 
produce a lump-free mortar. Depending on the type of application, the sealing slurry should have a paste-like 
consistency or be suitable for brushing on or applying with a trowel. Do not mix more material than you are 
able to use within approximately 45 minutes. Do not add more water to mortar that is already developing 
rigidity.  
 
At least 2 layers must be applied. Each layer must be applied across the entire surface using a brush or 
trowel. At least 2 layers of mortar must be applied across the entire surface using a brush or trowel. The first 
layer must be 1 to 2 mm thick and evenly spread, with no air bubbles. Apply the second layer after 
approximately 2 hours, when the surface has hardened sufficiently. The second layer must be 1 to 2 mm 
thick if using slurry with a brushable consistency, or 2 to 3 mm thick for a trowel-applied consistency.  
It is essential that you observe the minimum layer thickness requirements. The freshly applied sealing slurry 
must be kept moist for at least 36 hours and must be protected from frost and rain and from drying out too 
quickly (e.g. avoid direct sunlight and draughts) for approximately 4 days.  
 
Do not carry out works at air, material and surface temperatures below +5 °C. Apply the sealing slurry to the 
side that is exposed to water. 
 
Processing and curing times:  
The processing/working time at + 20 °C is approximately 45 minutes. Depending on the temperature, the 
sealing slurry can be loaded after approximately 4 days.  
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Quantities required:  
Depending on the amount of water exposure, the following minimum layer thicknesses and corresponding 
quantities of material must be observed: 
 
 
Water exposure Layer 

thickness 
Quantity required  

per m² 
One 10-kg sack  
is sufficient for: 

Soil moisture 3.0 mm Approx. 5.0 kg 2.0 m²  
Non-pressing water  3.0 mm Approx. 5.0 kg 2.0 m²  
Pressing water from the 
outside  

 3.0 - 4.0 mm Approx. 5.0 to 6.7 kg 1.5 to 2.0 m²  

 
Storage:  
Store appropriately in dry conditions. 
 
Composition: 
Cement, aggregates, additives. 
 
Packaging: 
10-kg sack 
 
Note: 
The technical details are valid at 20 °C and 65 % relative humidity. 
 
Observe the instructions on the packaging. 
 
This product contains cement and produces an alkaline reaction when it comes into contact with 
moisture/water. Therefore ensure that skin and eyes are protected. If it should come into contact with the 
skin or eyes, rinse them thoroughly with water. See a doctor immediately if it comes into contact with the 
eyes. See also the information printed on the sack. 
 
The information provided is based on extensive tests and practical experience. It does not apply to every 
application situation. For this reason we recommend that you carry out a trial if necessary. Subject to 
technical alterations within the framework of further development. Our general terms and conditions apply. 
 

Further information is available from:  
Service Hotline: 0049 (0) 180/3 000 462  
 
BAHAG AG  BAUHAUS SCHWEIZ AG BAHAG AG BAUHAUS ZAGREB k.d. 
Postfach 100561  Sägetstrasse 5 Postfach 4000 Škorpi Kora 27 
D-68005 Mannheim CH-3123 Belp / Bern A-4600 Wels HR-10000 Zagreb 


