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Easy-to-use, self-levelling, polymer-modified levelling compound for floors. For 
layer thickness of 0 to 10 mm. For outdoor and indoor use. Particularly 
suitable for levelling flexible surfaces. 
 
Type of use:  
The flexible self-levelling compound is used on indoor and outdoor floors for 
levelling out height differences and regulating unevenness. The levelling 
compound is free-flowing and once it has fully cured, tiles, natural stone, floor 
slabs, parquet flooring, fitted carpets and synthetic flooring can be laid on it. 
Also suitable for underfloor heating screed, wooden floors and problematic 
surfaces. 
 
Material:  
The flexible self-levelling compound is polymer-modified, easy to use, self-levelling and resistant to wear 
caused by chair castors. After stress-free and crack-free curing, the compound is also frost-resistant. The 
flexible self-levelling compound is cement-bound, hydraulically hardening and low chromate.  
 
Subsurface:  
The subsurface must be sound, load-bearing, and dust-free. All traces of dirt, oil, grease, loose particles and 
old coatings must be removed. Concrete surfaces must be absorbent and free of cement paste (roughen the 
surface if necessary). In order to avoid blistering, screed and concrete surfaces should be made slightly 
damp by prewetting. Alternatively, they can be pretreated with PROBAU Bonding Emulsion, in the same way 
as smooth, non-absorbent surfaces. The self-levelling compound must then applied while the bonding 
emulsion is still slightly damp. Wooden floorboards must be firmly screwed to the supporting structure. Wide 
joints must be sealed using a sealant such as PROBAU Acrylic. Wooden surfaces must be primed with 
PROBAU Bonding Emulsion. When applying on underfloor heating, the heating must be switched off. Fix 
flexible edge strips around neighbouring elements, such as walls, to protect them.  
 
Processing and application:  
Mixing the flexible self-levelling compound continuously, add approximately 6 l of water per 20-kg sack to 
produce a free-flowing, lump-free mortar. First of all, pour two thirds of the above-mentioned water into the 
mixing vessel and mix thoroughly. Then add the remaining water and mix through. Let the mixture rest and 
mature for approximately 5 minutes and then mix it again briefly.  
 
It is essential that the mixing ratios are carefully observed, also when mixing smaller quantities, since the 
quality of the material during application and the quality of the end product are dependent on this.  
 
Pour the self-levelling compound onto the floor and spread it evenly across the surface using a rubber 
squeegee. After spreading, it is advisable to use a hard-bristled street broom or a spiked roller to expel any 
air from the material. The total thickness of the applied layer must not exceed 10 mm. The self-levelling 
compound smooths itself out. 
 
When applying on wooden floors, a minimum of thickness of 5 mm is required.  
 
Do not carry out works at air, material and surface temperatures below + 5 °C or above + 30 °C. Protect the 
fresh flexible self-levelling compound from frost and rain and from drying out too quickly (e.g. avoid draughts 
and direct sunlight). Expansion and/or movement joints should be constructed along the same lines as those 
in the existing subsurface. 
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Processing and curing times:  
The processing/working time at + 20 °C is approximately 20 minutes. The self-levelling compound can be 
walked on after approx. 24 hours. Tiles and slabs can be laid after 3 days. Parquet flooring and flooring that 
is impermeable to water vapour can be laid after 4 weeks. 
 
Quantity required:  
Approximately 1.4 kg of dry mortar is required per mm thickness for an area of 1 m². The yield per 20-kg 
sack of self-levelling compound 0 – 10 mm is as follows (guideline values): 
 

Layer thickness 
(mm) 

2 4 6 8 10 

Surface area per 
sack (m²) 

7.2 3.6 2.4 1.8 1.4 

 
 
Storage:  
Store appropriately in dry conditions. 
 
Packaging: 
20-kg sack 
 
Composition: 
Cement, aggregates, additives. 
 
Note: 
The technical details are valid at 20 °C and 65 % relative humidity. 
 
Observe the instructions on the packaging. 
 
This product contains cement and produces an alkaline reaction when it comes into contact with 
moisture/water. Therefore ensure that skin and eyes are protected. If it should come into contact with the 
skin or eyes, rinse them thoroughly with water. See a doctor immediately if it comes into contact with the 
eyes. See also the information printed on the sack. 
 
The information provided is based on extensive tests and practical experience. It does not apply to every 
application situation. For this reason we recommend that you carry out a trial if necessary. Subject to 
technical alterations within the framework of further development. Our general terms and conditions apply. 

 

Further information is available from:  
Service Hotline:  0049 (0) 180/3 000 462   
 
BAHAG AG  BAUHAUS SCHWEIZ AG BAHAG AG BAUHAUS ZAGREB k.d. 
Postfach 100561  Sägetstrasse 5 Postfach 4000 Škorpi Kora 27 
D-68005 Mannheim CH-3123 Belp / Bern A-4600 Wels HR-10000 Zagreb 


